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Abstract Bone-like apatite coating of polymeric sub-
strates by means of biomimetic process is a possible
way to enhance the bone bonding ability of the
materials. The created apatite layer is believed to have
an ability to provide a favorable environment for
osteoblasts or osteoprogenitor cells. The purpose of
this study is to obtain bone-like apatite layer onto
chitosan fiber mesh tissue engineering scaffolds, by
means of using a simple biomimetic coating process
and to determine the influence of this coating on
osteoblastic cell responses. Chitosan fiber mesh scaf-
folds produced by a previously described wet spinning
methodology were initially wet with a Bioglass"–water
suspension by means of a spraying methodology and
then immersed in a simulated body fluid (SBF)
mimicking physiological conditions for one week. The
formation of apatite layer was observed morphologi-
cally by scanning electron microscopy (SEM). As a
result of the use of the novel spraying methodology, a
fine coating could also be observed penetrating into the
pores, that is clearly within the bulk of the scaffolds.
Fourier Transform Infrared spectroscopy (FTIR-
ATR), Electron Dispersive Spectroscopy (EDS) and
X-ray diffraction (XRD) analysis also confirmed the
presence of apatite-like layer. A human osteoblast-like
cell line (SaOs-2) was used for the direct cell contact
assays. After 2 weeks of culture, samples were ob-
served under the SEM. When compared to the control
samples (unmodified chitosan fiber mesh scaffolds) the
cell population was found to be higher in the Ca–P
biomimetic coated scaffolds, which indicates that the
levels of cell proliferation on this kind of scaffolds
could be enhanced. Furthermore, it was also observed
that the cells seeded in the Ca–P coated scaffolds have
a more spread and flat morphology, which reveals an
improvement on the cell adhesion patterns, phenom-
ena that are always important in processes such as
osteoconduction.
Introduction
Bone is a complex, dynamic and highly vascular tissue
with a large amount of extracellular matrix. In nano-
scale, bone matrix consists of highly organized collagen
fibers surrounded by apatite crystals [1]. Due to this
very specialized structure, repair or replacement of
damaged or traumatized bone still remains as a serious
problem in surgery. For many years, autografts and
allografts have been used for bone repair. However,
there are many limitations and complications in the use
of autogratfs and allografts, including limited supply,
donor site morbidity and transfer of diseases.
Engineering of bone tissue is a new approach to
recreate complexity, stability and biologic function of
bone tissue. The most common strategy for the tissue
engineering of bone is to use a scaffold combined with
osteoblast or the cells that can mature/differentiate
into osteoblasts and regulating factors that promote
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cell attachment, differentiation and mineralized bone
formation [2]. To serve as a scaffold for bone tissue
engineering, the material should be biocompatible,
biodegradable and porous with an interconnective pore
structure in order to allow nutrients and metabolites to
permeate. Furthermore, it must also be osteoconduc-
tive, so that osteoblasts and osteoprogenitor cells can
attach and migrate in the scaffold.
Calcium phosphate ceramics and bioactive glasses
have been proposed to be used as a scaffold for bone
tissue engineering due to their excellent osteoconduc-
tivity [3, 4]. It has been shown that they can bind to
bone trough an apatite layer at the interface or bind
directly to bone [5]. However, they cannot serve alone
as a scaffold because of their brittleness and low
resistance against impact loading.
Biodegradable polymers have been proposed as
possible alternatives and received much attention as
bone replacement materials [6–8]. They can be easily
processed into 3-D porous structures with a proper
degradation rate and mechanical strength. However,
most of them are not show bioactivity without any
surface modification. To overcome this problem, the
surface of the material can be coated with HA or
apatite. A number of methods, such as plasma spraying
[9], ion sputtering [10], laser deposition [11], sol–gel
deposition [12], dip coating sintering [13], have been
used for apatite coating of the material surfaces.
However, these processes need very high temperatures
or very high/low pH that cannot be applied to the
polymeric materials. In addition, the apatite formed by
these processes is usually highly crystalline and has
different crystal structure than that in natural bone
apatite. Another drawback in these processes is the
difficulties in obtaining a homogenous and a thin layer
of coating on the surface of the material.
Biomimetic coating using simulated body fluid
(SBF) has been developed by Kokubo and co-
workers as an alternative to the methods discussed
above [14]. They have reported that the formed
apatite, so-called bone-like apatite, is more similar to
natural bone with a low crystallinity and nano-cyrstal
size, which is also an important issue in its degrada-
tion. Moreover, the conditions that are used in this
process are very mild and allow applying a variety of
polymeric and non-polymeric surfaces [15, 16]. For
instance, Reis et al. [17–19] adapted and used this
methodology for starch-based biodegradable poly-
mers. Regarding the mechanism, it has been shown
that the functional groups on the polymer surface,
such as Si–OH, Ti–OH and carboxyl or carboxylate,
are the responsible for the apatite nucleation in SBF.
Once the material with a functional surface im-
mersed in SBF, which is already supersaturated with
ions that constitute apatite, apatite nuclei starts to
form and grow into a dense and uniform bone-like
apatite layer [15]. One way to introduce functional
Si–OH group on the polymeric surfaces is to face the
polymer with Bioglass" particles before immersion in
SBF [20].
The objective of the present study is to obtain bone-
like apatite layer on chitosan fiber mesh scaffolds by
using the biomimetic approach. We developed a new
methodology based on a simple spraying process in
order to have a homogeneous coating on these com-
plex structures. Moreover, we also tested the scaffolds
with human osteoblast-like cell line (SaOs-2) to deter-
mine the influence of bone-like apatite coating on cell
adhesion and viability.
Materials and methods
Chitosan (deacetylation degree 87%), was obtained
from Aldrich Chemical Co. Bioglass" with particle size
of 5 lm was kindly supplied by US Biomaterials Corp.
(Florida, USA). All the other chemicals used were of
analytical grade.
Production of chitosan fiber mesh scaffolds
Chitosan fibers were produced as previously reported
[21]. In brief, chitosan was dissolved in aq. 2% (v/v)
acetic acid solution in 5% (w/v) concentration at
room temperature overnight. Methanol was added to
dilute the viscous solution for easy injection until
reaching 3% (w/v) final concentration. Glycerol was
used as a plasticizer (2.5% (w/w)). After filtration
with a cloth filter, the solution was placed in an
ultrasonic bath to remove the air bubbles. The clear
solution was injected into a coagulation bath (30%
1 N Na2SO4, 10% 1 N NaOH and distilled water).
The formed fibers were kept in this coagulation
medium for one day and then washed several times
with distilled water. They were then suspended in an
aqueous 50% methanol solution for 1 h and subse-
quently in 100% methanol for 3 h. The fibers were
then put in a plastic cylindrical mould and dried at
60#C overnight.
Biomimetic coating
A simple methodology was developed for the biomi-
metic coating experiments. The method is basically
based on spraying a Bioglass"/water suspension on the
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surface of the scaffolds. This spraying methodology
allows for the coating of the bulk of the scaffold.
Briefly, a certain amount of Bioglass" was suspended
in ultra-pure water. Produced scaffolds could then be
wet with this Bioglass"–water suspension by using this
simple methodology. After drying for a certain time
under air flow, each sample was immersed in 40 mL of
simulated body fluid (SBF) (·1) (see Fig. 1). The ion
concentrations of SBF were approximately equal to
those of human blood plasma. The tubes were put in an
incubator at 37(C for 7 days. The solution and the
tubes were renewed next day. After the first day of
immersion, renewal was every 2 days for the solution.
In the end of the immersion period, samples were
washed with distilled water and dried at room temper-
ature.
Characterization of Ca–P coated scaffolds
In order to analyze the morphology of the Ca–P layer
formed on the scaffolds, the samples were mounted
onto brass stubs, sputter coated with gold and analyzed
under a Scanning Electron Microscope (SEM) at an
accelerating voltage 15 kV. Electron Dispersive Spec-
troscopy (EDS) was also used to determine the
presence of Ca and P in bioactive layers. To evaluate
the changes on the chemical structure of sample
surface, Fourier Transform Infrared Spectroscopy
(FTIR-ATR) was used. Thin Film X-ray diffraction
(TF-XRD) was used for identifying the crystalline
phases present, and characterizing the crystalline/
amorphous nature of the formed Ca–P bioactive layers.
Cell culture studies with osteoblasts
A human osteoblasts SaOs-2 cell line was selected to
study cell morphology, attachment and proliferation
onto Ca–P coated chitosan fiber meshes scaffolds. Cells
cultured in DME Media (Sigma), enriched with 10%
FBS (Biochrome) and 1% antibiotic/antimicotic solu-
tion (Sigma) were seeded directly over samples in a
concentration of 2 · 106 cells/scaffold. Incubation was
performed at 37#C (5% CO2, 100% humidity) for
3 weeks. Uncoated samples were used as a control.
After each incubation period, samples were washed
with Phosphate Buffer Saline (PBS, Sigma) solution
and fixed in gluteraldehyde 2.5% (v/v). For Scanning
Electronic Microscopy (SEM) observation, samples
were previously dehydrated in increasing alcohol
concentrations (50%, 70%, 90% and 100%), air-dried
and sputter coated with gold.
Cell viability
A MTS assay was carried out to determine the cell
viability after 3 weeks of culture by using Cell
Titer 96" Aqueous One Solution Cell proliferation
Assay kit (Promega, USA). This test is based on the
bioreduction of the substrate, (3-(4,5-dimethylthiazol-
2-yl)-5-(3-carboxymethoxyphenyl)-2(4-sulfophenyl)-2H
tetrazolium) (MTS), into a brown formazan product by
NADPH or NADP produced by dehydrogenase
enzymes in metabolically active cells. According to
the standard procedure, the triplicates of samples were
placed in a new plate and fresh medium was added to
each well. MTS reagent in 5/1 ratio was added to each
well and then incubated for 3 h at 37#C in a humidified
atmosphere containing 5% of CO2. A 100 ll of
incubated medium was transferred to 96-well plate
culture plate and the optical density was read at
490 nm in a micro-plate reader (Synergy HT, Bio-tek).
Alkaline phosphatase (ALP) activity
In order to determine the amount of alkaline phos-
phatase (ALP) produced by the cells seeded on the
scaffolds, scaffolds/cells constructs were washed,
freeze-thawed and sonicated after 3 weeks of culture.
p-Nitrophenyl phosphate (pNPP) was added to the
supernatant in the ratio of 1/3 and incubated at 37#C
for 1 h. The enzyme reaction was then stopped by a
solution containing 2 M NaOH and 0.2 mM EDTA in
distilled water. The absorbance of p-nitrophenol (pNP)
formed was determined at 405 nm with a reference
filter at 620 nm. A standard curve was made using
pNP values ranging from 0 lmol/mL to 600 lmol/mL.
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Results and discussion
Biomimetic coating
The scaffolds used in this study were porous chitosan
fiber meshes of a cylindrical shape with a diameter of
1 cm (Fig. 2). The structure is made of randomly
oriented fibers with an average diameter of 100 lm and
these fibers form a highly interconnected nest-like
structure as it can be seen from SEM micrographs (see
Fig. 3a, b). As we have reported before [21], these
scaffolds have a very high water uptake ability, which
can of course provide better adhesion of Bioglass"
particles on the surface of the fiber during the
biomimetic coating process. However, the coating of
biodegradable scaffolds with biomimetic Ca–P layers is
rather difficult and not many examples of this can be
found on the literature [22, 23].
SEM micrographs of Ca–P coated chitosan fiber
mesh scaffolds were given in Fig. 4. After Bioglass"
spraying to the samples, a fine and homogenous Ca–P
layer was observed on their surface after 7 days
soaking in SBF solution. Kokubo et al. [24, 25]
proposed the mechanism of bone-like apatite forma-
tion on polymeric surfaces when CaO–SiO2 glass
particles are used as a nucleation-inducing agent.
According to this mechanism, silicate ions released
from the glass particles are attached on the polymer
surface and Si–OH groups in the silicate ions induce
the apatite nucleation on the surface. At the same time,
the release of calcium ions from glass particles
increases the ionic activity product of SBF with respect
to apatite and accelerates the apatite nucleation.
Finally, the apatite nuclei formed on the surface grow
spontaneously by consuming Ca and P ions from the
fluid. Using this approach, many flat polymeric surfaces
have been coated with bone-like apatite by rolling the
samples in Bioglass"/water suspension [26]. However,
the rolling process is not suitable for more complex
surfaces due to the non-homogenous distribution of
Bioglass" particles. Therefore, we developed a simple
spraying method, which allowed a homogenous distri-
bution of glass particles on the scaffold surface as well
as inside the structure. As a result of this method, a
homogenous bone-like apatite layer was observed on
the individual fibers. Moreover, it was also possible to
see the typical cauliflower morphology of bone-like
apatite layer in SEM micrographs with a higher
magnification (Fig. 4d). The EDS spectra of the coated
samples confirmed the formation of apatite layer by
showing the Ca and P elements (Fig. 5). The typical
Ca–P ratio was around 1.6 ± 0.10 which is similar to
natural bone apatite.
Figure 6 shows FTIR spectra of control (uncoated
chitosan fiber meshes) and biomimetic Ca–P coated
chitosan fiber meshes. Uncoated samples presented the
characteristic absorption bands of chitosan, which are a
wide band associated with –OH group at around
3,400 cm–1 and a band associated with glycosidicFig. 2 Chitosan fiber mesh scaffolds produced by wet spining
Fig. 3 SEM micrographs of chitosan fiber mesh scaffolds;
(a) ·15, (b) ·200
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linkage at around 1,050 cm–1. After Ca–P coating of
the surface, the characteristic band attributed to –OH
tend to disappear while a sharp band appeared at
1,030 cm–1, which is a characteristic P–O stretching
band. The decrease in the intensity of –OH stretching
group might be due to the increase in the carbonate
substitution as has been reported by the others [27, 28].
It has been suggested that when the carbonate substi-
tution increase, carbonate ions replace with hydroxyl
ions [28]. These results demonstrated that the surfaces
of the chitosan fibers were completely coated by a
carbonated apatite layer.
Thin-film XRD of the samples immersed in SBF for
7 days is presented in Fig. 7. The main diffraction peak
at 2h = 32# is a contribution of (211), (300) and (202)
planes of apatite. Another main diffraction peak at
2h = 26# indicated the (002) lattice plane of apatite
crystals. Other diffraction peak of apatite appeared
around at 2h = 40# as it was marked in Fig. 7. The
broad peak at around 2h = 20# was due to the chitosan.
The intensity of this peak decreased after coating
which confirms once again the apatite layer on the
surface of fibers.
Fig. 4 SEM micrographs of
the developed coated
scaffolds, exhibiting a fine and
homogenous Ca–P layer onto
chitosan fiber meshes
surfaces; (a) ·100, (b) ·300,
(c) 500, (d) ·5,000
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Fig. 6 FTIR spectra of Ca–P coated sample and uncoated
sample
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Cell culture studies with osteoblasts
Figures 8 and 9 exhibit the SEM micrographs of
osteoblasts seeded on the surface of Ca–P coated and
uncoated samples after 2 and 3 weeks of culture,
respectively. The cells were observed to be able to
attach and to proliferate in both surfaces. However,
they seemed to be more spread and presented a
different morphology when the surface was pre-coated
with a Ca–P layer. This is a result of the changes in the
surface chemistry of the scaffolds. Several investigators
have reported that the surface chemistry and the
topography can directly affect the osteoblast response
and determine cell attachment and alignment [29–31].
Depending on the surface composition and the topog-
raphy, protein, ligands and integrins can adsorb to the
surface in different structures and adhesion kinetics
[32]. Due to the different interaction between the
adhesion ligands adsorbed to different surfaces and the
adhesion receptors of the cells, cells can generate
different adhesion signals. These adhesion signals
influence further cell attachment and morphology. In
the present study, it was not possible to evaluate the
effect of surface topography because of the irregular
surface structure of the chitosan fibers. However, we
can say that the surface chemistry has a clear influence
on cell attachment and morphology. The difference on
the cell spreading behavior could also be observed
clearly with a longer culturing time. The osteoblasts
started to form a complete layer on the surface of fibers
after 3 weeks of culture (Fig. 9b).
The Ca–P coating also influenced the long-term cell
viability on the scaffolds. Figure 10 shows the MTS
results after 3 weeks of culture. MTS is an indirect
assay to determine the metabolic activity and number
of the cells. As it can be seen, osteoblasts seeded on the
Ca–P coated scaffolds showed higher O.D. value than
control samples which means metabolic activity and
number of cells were higher in the Ca–P coated
samples. This can be related to the enhanced cell
attachment on the Ca–P coated samples. In fact, it has
been reported that initial cell attachment affects
further proliferation of the cells [33].
ALP is a well-known enzyme used as a marker of
the osteogenic phenotype, which catalyzes the hydro-



















Fig. 7 Thin-film XRD patterns of the chitosan fiber meshes
immersed in SBF for 7 days
Fig. 8 Human osteoblast like cells seeded on (a) Ca–P coated
(·2,000), (b) Ca–P coated (·3,000) and (c) uncoated (·2,000)
chitosan fiber mesh scaffolds after 2 weeks of culture
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lysis of phosphate esters at an alkaline pH [34]. It has
been also demonstrated that it plays an important role
in bone matrix mineralization process. Figure 11
presents the ALP activity of the cells cultured on the
coated and control scaffolds. ALP activity of the cells
seeded on the Ca–P scaffolds were found significantly
higher than that on control. One possible reason for
that can be the release of the Ca2+ ions from the
coating to the culture medium. Matsuoka et al. [35]
showed that ALP activity and osteogenic differentia-
tion of osteoblastic cells increased if there is an
increase of Ca concentration in culture medium by
release from the apatite. However, further studies are
still needed to understand the details of mechanism of
the cellular response to Ca–P coating that is described
herein.
Conclusions
A novel and simple biomimetic approach was de-
scribed for the preparation of bone-like apatite coated
chitosan scaffolds. Fiber mesh type scaffolds could be
prepared from chitosan by a wet spinning method. A
homogenous Ca–P coating was produced on the
surface and the bulk of chitosan scaffolds by means
of using the proposed methodology. After 7 days of
immersion in the SBF solution, a fine and homogenous
Fig. 9 Human osteoblast like cells (SaOs-2) seeded on (a) Ca–P
coated (·1,000), (b) Ca–P coated (·4,000) and (c) uncoated























Fig. 10 Cell viability and proliferation of human osteoblast like
cells determined by MTS after 3 weeks of culture. Error bars












































Fig. 11 The ALP activity of human osteoblast like cells seeded
on Ca–P coated scaffolds and control (uncoated scaffolds). Error
bars represent means ± SD for n = 3
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bone-like apatite layer was observed on the surface of
chitosan fibers. Furthermore, osteoblasts adhered on
Ca–P coated samples showed a more spread and
distinct morphology. Higher cell numbers were ob-
served on the caoted scaffolds as compared to the
uncoated samples. On the basis of these results, Ca–P
coated scaffolds obtained by the proposed biomimetic
process can be useful to be used as a bone tissue
engineering scaffolds.
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